
5252 Clyde Park, S.W.     Grand Rapids, MI  49509

Phone: (616) 531-3660
www.exxelengineering.com

SITE LAYOUT PLAN

PROPOSED  BUILDING

8,000 S.F.

LOT 8 AND 9, JENISON VILLAGE SQUARE, PART OF THE NE 1/4, SECTION

15, T6N, R13W, GEORGETOWN TOWNSHIP, OTTAWA COUNTY, MICHIGAN.

(1.19 ACRES TOTAL)

LOT 8 PP#70-14-15-227-005 (0.63 ACRES)

1851 GEORGETOWN CENTER DRIVE

LOT 9 PP#70-14-15-227-004 (0.56 ACRES)

1865 GEORGETOWN CENTER DRIVE

EXISTING ZONING DISTRICT IS NEIGHBORHOOD COMMERCIAL (NS)

DISTRICT REGULATIONS :

MINIMUM LOT WIDTH = 85'

MINIMUM LOT AREA = 11,050 S.F.

FRONT YARD SETBACK= 30'

SIDE YARD SETBACK = 0'

REAR YARD SETBACK = 50'

LOCATION MAP

MEDICAL CLINIC

REQUIRED PARKING = 3 SPACES / EXAM ROOM

EXAM ROOMS = 11

REQUIRED PARKING = 33 SPACES

OFFICE

REQUIRED PARKING = 1 SPACE / 300 GFA

GFA  = 3120

REQUIRED PARKING = 11 SPACES

TOTAL REQUIRED PARKING = 44 SPACES

AVAILABLE PARKING = 46 SPACES INCLUDING 2 BARRIER FREE

INTEGRAL WALK/CURB DETAIL 

Know what's below.
before you dig.Call

R

24" HEAD CURB DETAIL

3.       PARKING CALCULATION:

GENERAL NOTES:

1. PROPERTY DESCRIPTION:

4.       THIS SITE IS NOT UNDER THE INFLUENCE OF AN

          ESTABLISHED FLOOD PLAIN.

2.     

5.       PROPERTIES TO SOUTH, EAST & WEST ARE ZONED NS, 

PROPERTIES TO NORTH ARE ZONED LDR

6.       ALL LIGHTING TO BE CUT OFF TYPE & DIRECTED

DOWNWARD & SHIELDED  FROM ADJACENT  PROPERTIES.

MAXIMUM POLE HEIGHT TO BE 25'

7. PROJECT SIGNAGE TO MEET TOWNSHIP REQUIREMENTS.

24" HEAD CURB DETAIL

1851 / 1865 GEORGETOWN CENTER DRIVE

WEST MICHIGAN PEDIATRICS

BITUMINOUS VALLEY GUTTER

STANDARD DUTY PAVING SECTION

BLACKTOP NOTES :

-- ASPHALT BINDER PG58-28 FOR STANDARD DUTY PAVEMENT AND PG64-28

FOR HEAVY DUTY PAVEMENT

-- RAP LIMITED TO MDOT TIER 1 (0-17% BY WEIGHT) FOR WEARING COURSE

AND MDOT TIER 2 (18-27% BY WEIGHT) FOR LEVELING COURSE

-- 13A MIX TO HAVE 60% MINIMUM CRUSHED MATERIAL WITH 3% AIR VOIDS

-- ASPHALT TO BE COMPACTED TO 94-97% OF THEORETICAL MAXIMUM

DENSITY AS DETERMINED BY THE RICE METHOD

-- A BOND COAT OF SS-1h EMULSION IS REQUIRED BETWEEN ASPHALT

LAYERS AT A RATE OF 0.1 GALLONS/SYD

36" GUTTER PAN DETAILSTANDARD DUTY CONCRETE SECTION
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5252 Clyde Park, S.W.     Grand Rapids, MI  49509

Phone: (616) 531-3660
www.exxelengineering.com

UTILITY PLAN

LOCATION MAP

Know what's below.
before you dig.Call

R

LEACHING BASIN DETAIL

SANITARY LATERAL CLEANOUT DETAIL 

1851 / 1865 GEORGETOWN CENTER DRIVE

WEST MICHIGAN PEDIATRICS

PROPOSED  BUILDING

FF ELEV 656.00

ROOF DRAIN CONNECTION DETAIL
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PROPOSED  BUILDING

FF ELEV 656.00

5252 Clyde Park, S.W.     Grand Rapids, MI  49509

Phone: (616) 531-3660
www.exxelengineering.com

GRADING & SOIL EROSION CONTROL PLAN

LOCATION MAP

Know what's below.
before you dig.Call

R

1851 / 1865 GEORGETOWN CENTER DRIVE

WEST MICHIGAN PEDIATRICS

SILT FENCE DETAIL

SOIL EROSION CONTROL NOTES:

1. ALL SOIL EROSION CONTROL MEASURES ARE TO BE IN PLACE
PRIOR TO THE START OF ANY GRADING.

2. INSPECT AND MAINTAIN ALL TEMPORARY SOIL EROSION
CONTROLS AFTER EACH SIGNIFICANT RAINFALL EVENT UNTIL
THE SITE HAS BEEN PERMANENTLY STABILIZED.

3. ALL NON PAVED AREAS TO BE TOPSOILED (6" MIN.) AND SEEDED.

4. PLACE SILT FENCE AS SHOWN ON PLAN AND PER DETAIL.

5. PROTECT 5 PROPOSED & 1 EXISTING STORM WATER INLET WITH

SILT SACKS PER DETAIL AND REMOVE WHEN SITE IS STABILIZED.

SILT SACK DETAIL
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218075 RFI-1 Dumpster Enclosure 6/27/19, 11:08 AM

W
es

t M
ic

hi
ga

n 
Pe

di
at

ric
s 

18
65

-1
85

1 
G

eo
rg

et
ow

n 
C

en
te

r D
riv

e 
G

eo
ge

to
w

n 
To

w
ns

hi
p,

 M
ic

hi
ga

n

721 Kenmoor Ave. SE
Grand Rapids, MI 49546

p. (616) 949-6112

www.westernmichiganpediatrics.com

523 Ada Drive SE, Suite 200
PO Box 404

Ada, MI 49301
p. (616) 682-4570

www.dixonarch.com

RFI-1:              6/27/19

6x6 PRESSURE TREATED WOOD 
POST FROM CONCRETE PIER 
TO TOP OF WALL;  REFER TO 
ELEVATIONS FOR LOCATIONS.

6" THICK CONCRETE SLAB W/ 
6"X6" #10 W.W.F OVER 4" 
COMPACTED GRANULAR FILL

14" DIA. CONCRETE PIER AT 
EACH 6x6 POST.
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SLOPED 1x6  
FIBER CEMENT CAP. 

 
 
 
 
 

1X6 FIBER CEMENT 
TRIM AT CORNERS,  

TOP & BOTTOM. 
 

FIBER CEMENT 
LAP SIDING TO MATCH 

BUILDING FACADE. 
 

WOOD SLAT DOORS. 
 

6X6 PRESSURE  
TREATED POST.

RFI-1
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T.O. ENCLOSURE WALL
+106'-0" ELEV.

GRADE LINE
+100'-0" ELEV.

0' 1' 2' 4'

2. Dumpster Enclosure Sides & Rear Elevation
SCALE: 1/2"=1'-0"

0' 1' 2' 4'

3. Dumpster Enclosure Front Elevation
SCALE: 1/2"=1'-0"

GAP / B.O. FIBER CEMENT
+100'-6" ELEV.

0' 1' 2' 4'

1. Dumpster Enclosure Plan
SCALE: 1/2"=1'-0"

Dumpster 
(Size TBD)

A6.3
7

A6.3
7

A6.3
8

A6.3
8

2X6 FRAMED WALL. 
 
6X6 PRESSURE  
TREATED POSTS, 
TYPICAL.

6" DIAM. CONC-FILLED
STEEL PIPE BOLLARD, 
TYP. - PAINT COLOR TBD.

Dumpster 
(Size TBD)

Dumpster 
(Size TBD)

Dumpster 
(Size TBD)

0' 6" 1'-0" 2'-0"

4. Dumpster Enclosure Pier Detail
SCALE: 1"=1'-0"
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218075 A41 A42 Exterior Elevations 6/12/19, 3:29 PM

W
es

t M
ic

hi
ga

n 
Pe

di
at

ric
s 

18
65

-1
85

1 
G

eo
rg

et
ow

n 
C

en
te

r D
riv

e 
G

eo
ge

to
w

n 
To

w
ns

hi
p,

 M
ic

hi
ga

n

721 Kenmoor Ave. SE
Grand Rapids, MI 49546

p. (616) 949-6112

www.westernmichiganpediatrics.com

523 Ada Drive SE, Suite 200
PO Box 404

Ada, MI 49301
p. (616) 682-4570

www.dixonarch.com

Permit Set:      6/12/19
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2. West Elevation (Tenant Front)
SCALE: 3/16" = 1'-0"

0' 3' 6' 12'

1. North Elevation (Rear)
SCALE: 3/16" = 1'-0"

0' 3' 6' 12'
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+129'-7" ELEV.
RIDGE HEIGHT

+103'-8" ELEV.
STONE SILL 
HEIGHT

+129'-7" ELEV.
RIDGE HEIGHT

+102'-8" ELEV.
WINDOW SILL

8
12

5
12

5
12

7

2

ALL MASONRY, PRECAST CONCRETE, AND MORTAR SHALL UTILIZE INTEGRAL WATER REPELLANT & EFFLORESCENCE 
CONTROL (RHEOPEL OR EQUAL).  PROVIDE 2 COATS OF POST-APPLIED MASONRY WATER SEALANT  

(PROFESSIONAL BRAND PWS-15 OR EQUAL) ON ALL MASONRY PER MANUFACTURER'S RECOMMENDATIONS

LABEL MATERIAL MANUFACTURER           STYLE COLOR 

FIBER CEMENT LAP SIDING JAMES HARDIE 6" EXPOSURE DEEP OCEAN 

STONE VENEER WALL CLADDING TBD STACKED STONE TBD 

PRECAST CONCRETE SILL TERRY'S PRECAST          CAST FIT TBD 

STANDING SEAM METAL ROOF TBD                  TBD TBD 

30-YEAR ARCH. ASPHALT SHINGLES CERTAINTEED          LANDMARK TBD         

ALUMINUM STOREFRONT SYSTEM TUBELITE                     4-1/2" x 2" - 14500 SERIES TBD 

ALUMINUM CLAD WOOD WINDOWS KOLBE TBD TBD 

  1X4 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

1X6 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

1X8 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

1X10 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

PVC BRACKETS FYPON                     TBD WHITE 

PRE-FINISHED LOUVER PERMALIFE INC            TRIANGLE LOUVER VENT TBD 

TIMBER GABLE STRUCTURE BY CONTRACTOR ROUGH SAWN CEDAR PAINTED - WHITE 

CONTINUOUS RIDGE VENT TBD            TBD MATCH SHINGLES 

PREFINISHED ALUMINUM GUTTERS TBD           K-STYLE WHITE 

EXTERIOR LIGHT FIXTURE TBD            TBD TBD 

EXTERIOR BUILDING SIGNAGE UNIVERSAL SIGN              TBD BY OWNER TBD BY OWNER

Material Legend
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(ALL COLORS TO BE VERIFIED BY OWNER)(ALL SELECTIONS TO BE CONSIDERED "BASIS OF DESIGN")
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3. Timber Truss Details at Tenant Entrance
SCALE: 3/8" = 1'-0"

0' 2' 4' 8'

+110'-9 1/2" ELEV.
B.O. DECORATIVE
TRUSS

+115'-5 1/2" ELEV.
T.O. DECORATIVE
TRUSS

6X8 TREATED WOOD TIMBERS.  
PAINTED, COLOR TBD.

DECORATIVE, PRE-FINISHED
FASTENERS.

8X8 TREATED WOOD POSTS,
WITH DECORATIVE STRAP
FASTENERS.  REFER TO 
PIER DETAILS.

TYP. MATERIALS FOR
ALL WINDOWS - 
SEE SHEET A5.6

8

9

8

8

8

TYP. MATERIALS FOR
ALL WINDOWS - 
SEE SHEET A5.6
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WINDOW SILL

+108'-0" ELEV.
WINDOW HEAD

+110'-6" ELEV.
EAVE HEIGHT

+117'-0" ELEV.
WINDOW SILL

+114'-4 1/2" ELEV.
B.O. DORMER WALL

+132'-2 3/4" ELEV.
T.O. CHIMNEY

+121'-0" ELEV.
WINDOW HEAD

+100'-0" ELEV.
FLOOR FINISH

+117'-0" ELEV.
GABLE RIDGE 
HEIGHT

+126'-5 1/3" ELEV.
RIDGE HEIGHT

+108'-8" ELEV.
STOREFRONT 
HEAD HEIGHT

+100'-0" ELEV.
FLOOR FINISH

+117'-0" ELEV.
GABLE RIDGE 
HEIGHT

+108'-0" ELEV.
WINDOW HEAD

+110'-6" ELEV.
EAVE HEIGHT

+100'-0" ELEV.
FLOOR FINISH

+105'-4" ELEV.
WINDOW SILL

+108'-0" ELEV.
WINDOW HEAD

+110'-6" ELEV.
EAVE HEIGHT

+132'-2 3/4" ELEV.
T.O. CHIMNEY

1
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+102'-8" ELEV.
T.O. STONE PIER
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218075 A41 A42 Exterior Elevations 6/12/19, 3:29 PM
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721 Kenmoor Ave. SE
Grand Rapids, MI 49546

p. (616) 949-6112

www.westernmichiganpediatrics.com

523 Ada Drive SE, Suite 200
PO Box 404

Ada, MI 49301
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Permit Set:      6/12/19

TENANT SIGN
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2. East Elevation (Side)
SCALE: 3/16" = 1'-0"

0' 3' 6' 12'

1. South Elevation (Front)
SCALE: 3/16" = 1'-0"

0' 3' 6' 12'
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TYP. MATERIALS FOR
ALL WINDOWS - 
SEE SHEET A5.6
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+121'-0" ELEV.
WINDOW HEAD

+127'-5 1/3" ELEV.
RIDGE HEIGHT

+103'-8" ELEV.
STONE SILL 
HEIGHT
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+129'-7" ELEV.
RIDGE HEIGHT

+110'-6" ELEV.
EAVE HEIGHT

+103'-8" ELEV.
STONE SILL 
HEIGHT

+126'-5 1/3" ELEV.
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ALL MASONRY, PRECAST CONCRETE, AND MORTAR SHALL UTILIZE INTEGRAL WATER REPELLANT & EFFLORESCENCE 
CONTROL (RHEOPEL OR EQUAL).  PROVIDE 2 COATS OF POST-APPLIED MASONRY WATER SEALANT  

(PROFESSIONAL BRAND PWS-15 OR EQUAL) ON ALL MASONRY PER MANUFACTURER'S RECOMMENDATIONS

LABEL MATERIAL MANUFACTURER           STYLE COLOR 

FIBER CEMENT LAP SIDING JAMES HARDIE 6" EXPOSURE DEEP OCEAN 

STONE VENEER WALL CLADDING TBD STACKED STONE TBD 

PRECAST CONCRETE SILL TERRY'S PRECAST          CAST FIT TBD 

STANDING SEAM METAL ROOF TBD                  TBD TBD 

30-YEAR ARCH. ASPHALT SHINGLES CERTAINTEED          LANDMARK TBD         

ALUMINUM STOREFRONT SYSTEM TUBELITE                     4-1/2" x 2" - 14500 SERIES TBD 

ALUMINUM CLAD WOOD WINDOWS KOLBE TBD TBD 

  1X4 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

1X6 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

1X8 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

1X10 TRIM JAMES HARDIE          5/4 SMOOTH WHITE 

PVC BRACKETS FYPON                     TBD WHITE 

PRE-FINISHED LOUVER PERMALIFE INC            TRIANGLE LOUVER VENT TBD 

TIMBER GABLE STRUCTURE BY CONTRACTOR ROUGH SAWN CEDAR PAINTED - WHITE 

CONTINUOUS RIDGE VENT TBD            TBD MATCH SHINGLES 

PREFINISHED ALUMINUM GUTTERS TBD           K-STYLE WHITE 

EXTERIOR LIGHT FIXTURE TBD            TBD TBD 

EXTERIOR BUILDING SIGNAGE UNIVERSAL SIGN              TBD BY OWNER TBD BY OWNER

Material Legend
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(ALL COLORS TO BE VERIFIED BY OWNER)(ALL SELECTIONS TO BE CONSIDERED "BASIS OF DESIGN")
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+117'-5 1/3" ELEV.
RIDGE HEIGHT

3. Timber Truss Details at Main Entrance
SCALE: 3/8" = 1'-0"

0' 2' 4' 8'

+110'-9 1/2" ELEV.
B.O. DECORATIVE
TRUSS

+115'-11" ELEV.
T.O. DECORATIVE
TRUSS

6X8 TREATED WOOD TIMBERS.  
PAINTED, COLOR TBD.

DECORATIVE, PRE-FINISHED
FASTENERS.

8X8 TREATED WOOD POSTS,
WITH DECORATIVE STRAP
FASTENERS.  REFER TO 
PIER DETAILS.

TYP. MATERIALS FOR
ALL WINDOWS - 
SEE SHEET A5.6
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