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WESCO, INC.

1460 WHITEHALL ROAD, SUITE C
MUSKEGON, MI 49445
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TOPOGRAPHIC / BOUNDARY SURVEY

NORTH 1/4 CORNER OF
SEC 17, TO6N, R13W
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STRUCTURE DATA

MH #1 - 4@ CONCRETE

(NOT SHOWN, 214+ SOUTH OF CB #7 - 40 CONCRETE

MH#2)
RIM=704.60

INV (N) 12" RCP=697.67
INV (S) 12” RCP=694.58

(
INV (WNW) 12" RCP=700.27
(

INV (E) 12" RCP=700.20

MH #2 - 409 CONCRETE
RIM=708.58

INV (S) 12" RCP=702.84
INV (N) 6" CPP=703.74

CB #3 - 40 CONCRETE
RIM=698.36

INV (N) 12" CPP=693.98
INV (SE) 12" CPP=694.03

CB #4 - 40 CONCRETE
RIM=698.58

RIM=697.09

INV (N) 15" RCP=692.03
INV (S) 12" RCP=691.94
INV (W) 18" RCP=691.89

CB #8 - 40 CONCRETE
RIM=696.25

INV (S) 8" PVC=692.15
INV (E) 18" RCP=690.47
INV (W) 18" RCP=690.39

CB #9 - 40 CONCRETE
RIM=698.82

INV (NNW) 12" RCP=692.63

INV (E) 12" RCP=695.22
INV (S) 15" RCP=692.47

MH #10 - 40 CONCRETE

RIM=705.31

INV (WNW) 12" CPP=694.35
INV (SE) 8" PVC=694.36
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INV (NE) 12" RCP=701.10

MH #5 - 49 CONCRETE
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P

S) 12" CPP=693.36

CB #6 - 40 CONCRETE
RIM=696.34

INV (N) 12" RCP=693.16
INV (SE) 12" RCP=693.32

EASEMENT FOR PUBLIC
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IN L. 5752, PG 157
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INV (SE) 12" RCP=701.21
INV (W) 12" RCP=700.19
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RIM=709.77
INV (N) 10" PVC=689.51
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(FOUND CAPPED IRON ILLEGIBLE)

SCHEDULE "A" LEGAL DESCRIPTION
FROM: TRANSNATION TITLE AGENCY OF MICHIGAN
TITLE NO.: 283818LKS (EFFECTIVE DATE: AUGUST 16, 2019)

THAT PART OF THE NORTHWEST 1/4 OF SECTION 17, TOWN 6 NORTH, RANGE 13 WEST, TOWNSHIP OF
GEORGETOWN, OTTAWA COUNTY, MICHIGAN, DESCRIBED AS: COMMENCING AT THE CENTER OF SAID SECTION
17; THENCE NORTH 00 DEGREES 12 MINUTES 01 SECONDS EAST 263.00 FEET ALONG THE EAST LINE OF SAID
NORTHWEST 1/4; THENCE NORTH 88 DEGREES 59 MINUTES 14 SECONDS WEST 50.01 FEET TO THE WEST RIGHT
OF WAY LINE OF 36TH AVENUE AND THE PLACE OF BEGINNING OF THIS DESCRIPTION; THENCE NORTH 88
DEGREES 59 MINUTES 14 SECONDS WEST 292.33 FEET; THENCE NORTH 01 DEGREES 01 MINUTES 17 SECONDS
EAST 260.29 FEET; THENCE SOUTH 88 DEGREES 58 MINUTES 59 SECONDS EAST 288.60 FEET; THENCE SOUTH 00
DEGREES 12 MINUTES 01 SECONDS WEST 260.29 FEET, ALONG THE WEST RIGHT OF WAY LINE OF 36TH AVENUE,
TO THE PLACE OF BEGINNING,

SCHEDULE B-ll EXCEPTIONS
FROM: TRANSNATION TITLE AGENCY OF MICHIGAN
TITLE NO.: 283818LKS (EFFECTIVE DATE: AUGUST 16, 2019)

EASEMENT GRANTED TO CONSUMERS ENERGY COMPANY RECORDED IN LIBER 241, PAGE 564. (BLANKET
EASEMENT)

=]

EASEMENT GRANTED TO MICHIGAN BELL TELEPHONE COMPANY RECORDED IN LIBER 577, PAGE 63. (NOT
SHOWN ON DRAWING)

N

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN
EASEMENT RECORDED IN LIBER 1222, PAGE 148. (NOT SHOWN ON DRAWING)

=]

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN HIGHWAY
EASEMENT AGREEMENT RECORDED IN LIBER 1938, PAGE 993. (SHOWN ON DRAWING)

@l

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN
EASEMENT RECORDED IN LIBER 2439, PAGE 173. (SHOWN ON DRAWING)
EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN
EASEMENT RECORDED IN LIBER 2439, PAGE 177. (SHOWN ON DRAWING).
EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN

EASEMENT RECORDED IN LIBER 2439, PAGE 181. (SHOWN ON DRAWING).

TERMS, CONDITIONS AND PROVISIONS WHICH ARE RECITED IN REIMBURSEMENT AGREEMENT RECORDED
IN LIBER 5512, PAGE 498. AFFIDAVIT RECORDED IN INSTRUMENT NO. 2010-0023183. (SHOWN ON DRAWING).

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN
EASEMENT AGREEMENT RECORDED IN LIBER 5512, PAGE 515. (SHOWN ON DRAWING).

Bl

EASEMENT GRANTED TO CONSUMERS ENERGY COMPANY RECORDED IN LIBER 5740, PAGE 713. (SHOWN
ON DRAWING).
EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN

UNDERGROUND SANITARY LATERAL EASEMENT RECORDED IN LIBER 5744, PAGE 486. (SHOWN ON
DRAWING).

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN UTILITY

EASEMENT RECORDED IN LIBER 5752, PAGE 152. (SHOWN ON DRAWING).

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN UTILITY
EASEMENT RECORDED IN LIBER 5752, PAGE 157. (SHOWN ON DRAWING).

TERMS, CONDITIONS AND PROVISIONS WHICH ARE RECITED IN AGREEMENT FOR THE ESTABLISHMENT OF

A COUNTY DRAIN AND COUNTY DRAINAGE DISTRICT RECORDED IN LIBER 5801, PAGE 292. (SHOWN ON
DRAWING)
EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN DRAINAGE

EASEMENT RECORDED IN LIBER 5801, PAGE 300. (SHOWN ON DRAWING)

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN DRAINAGE
AND DETENTION BASIN EASEMENT RECORDED IN LIBER 5801, PAGE 306. (NOT SHOWN ON DRAWING)

B3]

EASEMENTS AND THE TERMS, CONDITIONS AND PROVISIONS THEREOF WHICH ARE RECITED IN
EASEMENT RECORDED IN INSTRUMENT NO. 2015-0045809. (SHOWN ON DRAWING)

€]

BENCHMARK DATA
NAVD '88 AS DERIVED FROM GPS OBSERVATIONS UTILIZING VRS CONUS 12B
BM#1 EL=705.34' (NAVD '88 DATUM)
FOUND RAILROAD SPIKE ON THE NORTHWEST SIDE OF POWER POLE AT THE NORTHWEST QUADRANT OF
BALDWIN AND 36TH AVENUE LOCATED 50'+ NORTH OF THE CENTERLINE OF BALDWIN, AND 50+ WEST OF THE
CENTERLINE OF 36TH AVENUE.
BM#2 EL=710.30' (NAVD '88 DATUM)
CUT "X" ON THE NORTHEAST FLANGE BOLT ON HYDRANT LOCATED 550+ NORTH OF BALDWIN, & 110'+ WEST OF
THE CENTERLINE OF 36TH AVENUE.
BM #3 EL=703.20' (NAVD '88 DATUM)

CUT "X" ON THE NORTHEAST FLANGE BOLD ON HYDRANT LOCATED 300+ NORTH OF THE CENTERLINE OF
BALDWIN, AND 110'+ WEST OF THE CENTERLINE OF 36TH AVENUE.

SURVEYOR'S NOTES
1. UTILITIES SHOWN ARE APPROXIMATE LOCATIONS DERIVED FROM ACTUAL FIELD MEASUREMENTS AND
AVAILABLE RECORDS. THIS MAP IS NOT TO BE INTERPRETED AS SHOWING EXACT LOCATIONS OR
SHOWING ALL UTILITIES IN THE AREA.
2. NOTE TO CONTRACTORS: THREE WORKING DAYS BEFORE YOU DIG - CALL MISS DIG AT 811.
3. CONTOUR INTERVAL =1 FOOT.
4. THE FIELD WORK WAS COMPLETED ON SEPTEMBER 5, 2019.

5. REFERENCED DOCUMENTS APPEAR TO CONTAIN A TYPOGRAPHICAL ERROR. EASEMENTS ARE SHOWN PER
APPARENT INTENDED LOCATION. FURTHER RESEARCH RECOMMENDED.

SURVEY CONTROL
POINT NORTHING EASTING ELEVATION
NUMBER (ASSUMED) (ASSUMED) (NAVD '88)
50 10355.5869' 9948.5576' 709.66'
51 10297.6910' 9717.6899' 702.09'
52 10650.2474' 9972.8469' 711.20'
53 10580.8238' 9823.3728' 706.48'
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CURRENT ZONING:

ENTIRE PUD AREA:
MIN. LAND AREA:
MIN. LOT WIDTH:

BUILDING

MAX. BUILDING HEIGHT:
MAX. BUILDING SIZE:
MAX. LOT COVERAGE:

SETBACKS

FRONT PARKING (MIN.)
FRONT BUILDING (MIN.)
SIDE (MIN.)

REAR (MIN.) (WEST)

REGULATORY APPROVALS

PROJECT SUMMARY

PLANNED UNIT DEVELOPMENT

REQUIRED PROVIDED
17.03 ACRES

20,000 SFT 77,956 SFT ( 1.79 AC)

90 FT 356 FT
REQUIRED PROVIDED
35 FT 15 FT
N/A SFT 5,133 SFT AND 3,379 SFT CANOPY
50% 6.6% (11% W/ CANOPY)
REQUIRED PROVIDED
90 FT FROM CENTERLINE OF 36TH 90 FT

78.5 FT

30 FT 49.5 FT
40 FT 81.4 FT

THE PROJECT WILL REQUIRE THE FOLLOWING APPROVALS, AT A MINIMUM (OTHER PERMITS/APPROVAL MAY ALSO BE

REQUIRED)

*GEORGETOWN TOWNSHIP PUD

*GEORGETOWN TOWNSHIP FIRE DEPARTMENT

*OTTAWA COUNTY WATER RESOURCES COMMISSION

*OTTAWA COUNTY COUNTY SOIL EROSION & SEDIMENTATION CONTROL PERMIT

IMPACT ON PUBLIC SERVICES
PROJECT WILL NOT RESULT IN ADVERSE IMPACT TO PUBLIC SERVICES, INCLUDING POLICE & FIRE PROTECTION, UTILITIES,

TRAFFIC OR ROADWAYS.

IMPACT TO SURROUNDING PROPERTIES

USE OF PROPERTY WILL BE CONSISTENT WITH OTHER USES IN THIS ZONING DISTRICT AND IN THE SURROUNDING AREA.
USE OF PROPERTY WILL NOT GENERATE ADVERSE LEVELS OF NOISE, VIBRATION, SMOKE, LIGHT, GLARE, OR OTHER
PROBLEMATIC CONDITIONS.

PARKING

DIMENSIONS

REQUIRED
9'X20’

PROVIDED
9'X20’

USABLE FLOOR AREA - 3,040 SFT

CONVENIENCE STORE: 1

SPACE FOR EACH 200 SFT OF USABLE FLOOR AREA

SPACES REQUIRED: 3040/200 = 15 SPACES
SPACES PROVIDED = 27 + 10 ADJACENT TO DISPENSERS = 37 TOTAL

SIGNAGE

SEE SITE SIGNAGE PLAN ON C-102

STORM WATER MANAGEMENT

STORM WATER WILL BE COLLECTED IN A SERIES OF CATCH BASINS AND PIPES WHICH WILL DISCHARGE TO THE PUBLIC
STORM SEWER SYSTEM VIA A CONTROLLED DISCHARGE PER OTTAWA COUNTY WATER RESOURCE COMMISSION
REQUIREMENTS. STORMWATER RUNOFF IN THE WATERSHED OF FUEL DISPENSERS WILL BE ROUTED THROUGH AN
EMERGENCY SHUT—-OFF VALVE.

SITE WILL BE SERVED BY NEW PRIVATE WATER SERVICE TAPPED INTO EXISTING PUBLIC WATERMAIN SOUTH OF THE
BUILDING. AN EXISTING SANITARY SEWER SERMVICE EXISTS AT THE NORTHWEST CORNER OF THE SITE THAT WILL BE

CONNECTED TO.

WETLANDS

THERE ARE NO KNOWN REGULATED WETLANDS ON THE SUBJECT PROPERTY.

ELOODPLAINS

THERE ARE NO KNOWN REGULATORY FLOODPLAINS ON THE SUBJECT PROPERTY.

LANDSCAPING

SEE LANDSCAPING PLAN ON L-101

SITE LIGHTING

PROPOSED LIGHTING WILL BE WITH SHIELDED LIGHT POLES AT A MAXIMUM OF 25’ TALL AT LOCATIONS SHOWN. LIGHTING
WILL BE CONSISTENT WITH OTHER USES IN THE AREA AND WILL COMPLY WITH ORDINANCE REQUIREMENTS.

LOADING /UNLOADING OPERATIONS
LOADING/UNLOADING AREAS ARE LOCATED ALONG THE WEST EDGE OF THE SITE BEHIND THE BUILDING. FUEL UNLOADING
WILL OCCUR ALONG THE EAST EDGE OF THE SITE.

REFUSE MANAGEMENT

A NEW DUMPSTER ENCLOSURE IS PROPOSED, LOCATED AT THE SOUTHWEST CORNER OF THE SITE. ENCLOSURE WILL
COMPLY WITH SCREENING REQUIREMENTS.

CONSTRUCTION SCHEDULE

CONSTRUCTION IS ANTICIPATED TO START IN FALL 2020 AND BE COMPLETED IN SUMMER OF 2021.

FROM:
TITLE NO.:

SCHEDULE "A” LEGAL DESCRIPTION
TRANSNATION TITLE AGENCY OF MICHIGAN
283818LKS (EFFECTIVE DATE: AUGUST 16, 2019)

THAT PART OF THE NORTHWEST 1/4 OF SECTION 17, TOWN 6 NORTH, RANGE 13 WEST, TOWNSHIP OF
GEORGETOWN, OTTAWA COUNTY, MICHIGAN, DESCRIBED AS: COMMENCING AT THE CENTER OF SAID SECTION 17;
THENCE NORTH 00 DEGREES 12 MINUTES 01 SECONDS EAST 263.00 FEET ALONG THE EAST LINE OF SAID
NORTHWEST 1/4; THENCE NORTH 88 DEGREES 59 MINUTES 14 SECONDS WEST 50.01 FEET TO THE WEST RIGHT
OF WAY LINE OF 36TH AVENUE AND THE PLACE OF BEGINNING OF THIS DESCRIPTION; THENCE NORTH 88
DEGREES 59 MINUTES 14 SECONDS WEST 292.33 FEET; THENCE NORTH 01 DEGREES 01 MINUTES 17 SECONDS
EAST 260.29 FEET; THENCE SOUTH 88 DEGREES 58 MINUTES 59 SECONDS EAST 288.60 FEET; THENCE SOUTH
00 DEGREES 12 MINUTES O1 SECONDS WEST 260.29 FEET, ALONG THE WEST RIGHT OF WAY LINE OF 36TH
AVENUE, TO THE PLACE OF BEGINNING,
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KEY NOTES:

8" REINFORCED CONCRETE PAVEMENT (SEE DETAIL)

PROP.
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PROP.
PROP.
PROP.
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PROP.
PROP.
PROP.

PROP.

PROP.
FUEL

PROP.
PROP.
PROP.
PROP.
PROP.
PROP.

4" CONCRETE SIDEWALK (SEE DETAIL)

CONCRETE JOINT PER WESCO REQUIREMENTS, TYP

STEEL POST GUARD RAIL (SEE DETAIL)

CURB & GUTTER, MDOT B2 (SEE DETAIL)
CURB & GUTTER, MDOT F4 (SEE DETAIL)
24" CONCRETE GUTTER PAN (SEE DETAIL)
BARRIER FREE PAVEMENT MARKING (SEE DETAIL)

4" WHITE PAVEMENT MARKING
GROUND SIGN (SEE DETAIL)

BARRIER FREE SIGN—VAN ACCESSIBLE (SEE DETAIL)
FUEL TANK COVER, TYP (SEE FUEL TANK DETAIL)

CANOPY (SEE CANOPY AND FUEL DISPENSERS DETAIL)
3'X5’ CONCRETE FUEL PUMP ISLAND, TYP (SEE CANOPY AND

DISPENSERS DETAIL)

6" STEEL BOLLARD, TYP (SEE DETAIL)
12" CONCRETE BOLLARD (SEE DETAIL)

DUMPSTER AREA (SEE DETAIL)
LIGHT POLE (SEE DETAIL)

PROPANE FILLING AREA (SEE DETAIL)

BIKE RACK (SEE DETAIL)

EXISTING PROPOSED

)

SIU

GV wv

b

DTRDRS

Jet
&

<
4 sB # _-$:
(-]

BITUMINOUS SURFACE

B

FENCE LINE
OVERHEAD UTILITIES
UNDERGROUND ELECTRIC
COMMUNICATIONS
TELEPHONE
FIBER OPTIC
GAS LINE
EXISTING WATER LINE

PROPOSED WATER LINE -
EXISTING STORM SEWER

PROPOSED STORM SEWER

EXISTING SANITARY SEWER

PROPOSED SANITARY SEWER

EXISTING

EXISTING
CONCRETE SURFACE

GRAVEL SURFACE

PROPOSED

TUMINOUS SURFACE

PROPOSED
CONCRETE SURFACE

CONIFEROUS TREE

DECIDUOUS TREE

ORNAMENTAL BUSH

Kalamazoo, Ml — 269-544-1455
Detroit, Ml — 616—396—-0255

www.driesenga.com

ASSOCIATES, INC.
Engineering * Surveying - Testing

% DRIESENGA s

Grand Rapids, Ml — 616—249-3800

Holland, MI — 616—396—-0255

REVISIONS

PLANNING COMMISSION
REVIEW 08-12-2020

-

WESCO #66
SEC. 17, TO6N, RI13W GEORGETOWN TWP., OTTAWA CO.
3 WEST, LLC.
1460 WHITEHALL ROAD
SITE PLAN

MUSKEGON, MICHIGAN 49445

Designed By:
CAG

Drawn By:
EB

Checked By: [Date:

Plot:

1" = 20°

Scale:
08-12-2020

Date:
1910637.1A

Job No.:

ISSUED FOR

APPROVAL

Sheet No.:

C-101

o of 14




3:38:53 PM

8,/12/2020

Last Saved:

C: \Users\eduardo.barcena\Dropbox (DAI)\'Holland\Projects\2019\1910637 (1).1A\dwg\1910637.1A — SITE 9.dwg

File Name:

12"

[Te}
2,
SEE SIGN DETAIL [T
1/8" WIDE TOOL Wi FOR LEGEND I8
DEPTH OF CUT ) > L
/FILL WITH APPRC .o e _ ?_ i 12" MIN i §9’?
8.0, (7)) = . | e
- ' : { w |G T N 29|2| =*
: RESERVED <2|5| -
=8| =
32 SQFT WESCO SIGN\ CONTRACTION JOINT PARK|NG w m_ — §.§
K 1/2” WIDE * " =2
° . EXPANSION JONT é 5 = Z E gg o
}l /—APPROVED SEALANT N % m < ‘%g
32 SQFT 2 ROWS GREY BLOCK ORE_ FORMED 2|2 m G 25
AND THEN WHITE BLOCK ABOVE Q BITUMINOUS FILLER 3|8 @
16 SQFT SKYLIEE DGR TO MATCH BUILDING z T " FULL DEPTH OF SLAB Slea LU O|at
| ARCHITECTURE > ol e ONLY _UJ -2 .
O|lmoO
‘IID 9 E 9 4 EXPANSION JOINT ;:‘é K\ y gm 8)% §
G n =< L |
E =T Yo
s E 8 SIDEWALK JOINTS o|? 2 N g ki
© Z
L u R u v NO SCALE = VAN GEJ éf'e
i GRADE PER PLAN s | ACCESSIBLE | = s
GROUND SURFACE \ ) L g =
SEE SHEET L—101 FOR | g
LANDSCAPING AROUND SIGN VAN ACCESSIBLE SPACES SHALL BE =g
IDENTIFIED WITH "VAN ACCESSIBLE” Y-
PLACARD 5T
359
\ o
-4 = = BARRIEFR FREE SIGN
sy i sEN=IVEey = lEanses =iyl SRy = NO SCALE
syl s pelmlneEn=lmty e NrSp=i Syl
P R T T R T T e R e T e A e TR e T e
¢ S el il \\/\W\\\ﬁ\\\\ﬁ\\/\m\%\\\\\ﬁ\\\%\\/\m\\:\\\\:X\\ﬁ\\/\m\\ﬁ\\\\f.\\/\m\\:\\\\\ﬁ\\\% e ey REVISIONS
1/4” RADIUS 1| REVIEW 089222020 "
_I I (TYP)
— - ‘ . =.? +W
: o LR
8.0 = g SN
2\ G
N v A\ \/\\//\\/
© A VAN NN
! 7 X R
| = L \DOYII
© el R
— k #4 REINFORCING ROD
GROUND SIGN R N |
| AT 4" CONCRETE WITH EXPANSION &

N O S C A |_E 6 ,, / CONTROL JOINTS

et 6” MDOT CLASS Il SAND SUBBASE
: i “e— COMPACTED TO 95% MAXIMUM DENSITY

NOTE: —_—
ALL CONCRETE CURBS TO HAVE EXPANSION JOINTS S S~ COMPACTED SUB GRADE

OR SAW CUTS NOT MORE THAN 20’ APART.

6” HEAD CURB CONCRETE SIDEWALK

NO SCALE NO SCALE
SEE PLANS FOR PROPER CASTING
EXTRUDIBLE PRE—FORMED PLASTIC KEESQ%LGC%']‘,\?SSETE
GASKET MATERIAL AT ALL JOINTS (2 MAX, & MAY)
PRECAST REINFORCED CONCRETE CONE —
SECTION (FLAT TOP TO BE USED FOR o 6 o o
LIMITED DEPTH APPLICATIONS) — — I 1-2 1-6
— > —
NONWOVEN GEOTEXTILE FABRIC, . -1 1/2"R | I . " T
AMOCO 4553 OR EQUAL o _ _ / - © | | | =1 1/2"R LR '
Ya 48" DIAMETER N TYP < | R T YO | [ - S
o ' :‘ i Q e » o T ‘ ”» FT SLOPE | b
g = " R Nl__1"/ FT stope , S I v
PRECAST PERFORATED 4 o @ — %y |- PR o = ® i R : §
CONCRETE STRUCTURE ! " e T 9 — Bl = )
N\ n - R, x X N R s | =
- L - Dt et e o - S . BN
% R ‘A ,'.“‘ e e e &~
Ca Ca Cavaac) Ca Ca Ca S ‘ \ A PRI R 4‘ i . AR i\‘ Q
_ #4 BARS — REQUIRED N
NOTE: o |\ #4 BARS — REQURED /| . N . 9
INLET SHALL BE ONLY N RO&P R-O-W- -— onLY INZF,QOQP RO 4 & A\
CONSTRUCTED IN - - _ N -
ACCORDANCE WITH T B QS
ASTM SPECIFICATION < <Y
C—478 NOTES: NOTES: S
1. CONTRACTION JOINTS SHALL BE PLACED EVERY 10’ 1. CONTRACTION JOINTS SHALL BE PLACED EVERY 10 §
2. PLACE EXPANSION JOINTS AT 350" MIN. AND ALL RADIUS POINTS. 2. PLACE EXPANSION JOINTS AT 350" MIN. AND ALL RADIUS POINTS. © : = 2
3. CONCRETE SHALL CONFORM TO MDOT SPEC. 802. 3. CONCRETE SHALL CONFORM TO MDOT SPEC. 802. O O Q <
PRECAST REINFORCED 36" MIN, 42 MAX 4. 0.0900 CYDS CONC./LFT %g, 3 3 o E
CURB & GUTTER — MDOT B2 SIS
CURB & GUTTER — MDOT DETAIL B2 O K %E SIS
INVERTED OQRES
LEACHING BASIN DETAIL No SCALE RSN
NO SCALE (O} § S
NO SCALE ™ CZ)
= O B
n ©
=
~ T et
R~ n
- -
FRAME AND COVER PER PLAN, % ~
PAVEMENT SECTION ADJUST TO GRADE EJIW Q
PER PLAN ) / COM104082 FRAME & COVER =
~
CONCRETE BASE, 8 M = n
8" THICK 2o 1PROVIDE
D~
CPE RISER DIAMETER z=Z
PER PLAN - el A WIDTH AS PER PLANS PAVEMENT :
15" PVC n::c\o 1/4" R CONCRETE SECTION AS Designed By:
GATE VALVE & (TYP-)\ /—DUMPSTER / PER PLANS 8” CONCRETE WITH EXPANSION & CAG
PEASTONE Z |7 — gy A A / CONTROL JOINTS Drawn By:
g s N R T ‘ R 44 h, --._"- P Lo
PIPE TRENCH . N A T 47‘ TN 6x6 W2.9xW2.9 WELDED WIRE FABRIC EB
BACKFILL \ © [ .F/J1 ' — ' K _/ Checked By: |Date:
FITTINGS AND > L |1—L . N T 12” MDOT CLASS Il SAND SUBBASE
MATERIALS AS ] . L © © 6 X 6 W2.9 . 0 — COMPACTED TO 95% MAXIMUM DENSITY =
REQUIRED TO _____— — asu X W2.9 WWF R
CONNECT TO ~ MIN. | i f IS~ COMPACTED SUB GRADE
PROPOSED \_) I 6 N/A
STORM SEWER
8" REINFORCED CONCRETE PAVEMENT o
18”6 RISER CONCRETE DUMPSTER PAD SECTION ! ALl 08-12-2020
—_— NO SCALE Date:
W/ SHUT—OFF VALVE 1910637.1A
NO SCALE Job No.:
Sheet No.:

Know what's below. ISSUED FOR C_501
Call before you dig. APPROVAL 10 of 14




10:06:41 AM

8,/12/2020

Last Saved:

C: \Users\eduardo.barcena\Dropbox (DAI)\'Holland\Projects\2019\1910637 (1).1A\dwg\1910637.1A — SITE 9.dwg

File Name:

LANDSCAPING NOTES

1.) CONTRACTOR SHALL OBTAIN ALL NECESSARY STATE AND LOCAL

a. RESTORE ALL DISTURBED AREAS WITH 4" OF TOPSOIL AND PERMITS REQUIRED. ALL CONSTRUCTION SHALL CONFORM TO

*TOPSOIL PREPARATION FOR PERENNIALS/ANNUALS.
PLACE 4" LAYER OF PEAT MOSS AND 5 LBS. OF RESIDENTIAL MIX GRASS SEED, UNLESS NOTED OTHERWISE ON PLANS. APPLICABLE CITY, STATE, AND LOCAL STANDARDS AND CODES.

5—-10-5 FERTILIZER PER 100 S.F. OVER TOPSOIL IN
BED AREA. ROTOTILL TO A MINIMUM DEPTH OF 12”. b. TREES NOT TO BE PLANTED IN CLEAR VISION TRIANGLE. SHRUBS IN CLEAR VISION 2') CALL ”MlSS D|G”, 1—-800—482—-7171, 72 HOURS PRIOR TO THE

TEST TOPSOIL MIXTURE FOR PH LEVEL. ADJUST PH ” .
10 REGISTER BETWEEN & AND 6.8  PREPARE TRIANGLE MUST BE MAINTAINED NOT TO EXCEED 24" IN HEIGHT START OF ANY DIGGING.

PLANTING BED MINIMUM TWO WEEKS PRIOR TO »
PLANTING. c. BED EDGE TO BE 5" BLACK VINYL LANDSCAPE EDGING. 3.) LANDSCAPE CONTRACTOR SHALL ENSURE PROPER WATERING OF

SPACE PLANTS PERENNIAL/ANNUAL PLANTS—PLANT AT " PLANTED AND SEEDED AREAS AFTER INSTALLATION. LANDSCAPE

AS SPECIFIED PROPER AND NORMAL DEPTH FOR SPECIES d. ALL LANDSCAPE BEDS TO HAVE 3" LAYER OF BROWN HARDWOOD MULCH WITH IRRIGATION. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION

TREE WRAP ) CONTRACTOR TO MINIMIZE CONFLICTS WITH SPRINKLER HEADS AND

J / MULCH 3" LAYER OF FINE WOODCHIP MULCH LINES. LANDSCAPE CONTRACTOR SHALL COORDINATE WORK WITH

N \ (3 MIN. DEPTH) AL LANDSCAPING OTHER CONTRACTORS ON SITE TO MINIMIZE REDO OF COMPLETED
' \\//\\i//\\\/ FRONTAGE—36TH (260 LFT) REQUIRED PROVIDED LANDSCAPE WORK, AND DAMAGE TO PLANT MATERIAL.

LONG) DRIVEN FLUSH \ EXISTING SITE N \\//;//\\ TREES 260/25=11 (1 PER 25") 0
TOPSOIL R DECIDUOUS TREES 0
W/ GRADE : O ANiSH GRADE R X EVERGREEN TREES 0 4.) ALL GRADING, UTILITY, AND IRRIGATION WORK SHALL BE COMPLETED
T = e NN . N
AINENEN ,/ RO B DN

TR PRIOR TO INSTALLATION OF PLANT MATERIAL AND LANDSCAPE MULCH.
//\i\;//i\ X R \///\///<//\///\///% FRONTAGE—BLACK STAR (288 LFT) REQUIRED PROVIDED
4

>
NN N N AN A A ANANANIANANIAS PREPARED TOPSOIL* TREES 288/25=12 (1 PER 25') 12
//\\\///\\4 DECIDUOUS TREES 8 5.) CONTRACTOR SHALL BE RESPONSIBLE FOR HIS OWN LAYOUT WORK.

\\/ Y
KK EVERGREEN TREES 4

S
q SN PERENNIAL ANNUAL PLANTING DETAIL 6.) EXISTING UNDERGROUND UTILITIES ARE PLOTTED FROM ORIGINAL

J%\\f\\/\\/\\/\\/\\\/\\ R RAREATEG LA . SITE DRAWINGS AND SITE TOPOGRAPHIC SURVEY. EVERY ATTEMPT HAS

EXISTING SUBGRADE RESESESEEIEEEEEIEEEEEI 127 MIN NO SCALE BEEN MADE TO SHOW ALL UTILITY LINES WHERE THEY EXIST.
NN NN NINZNZN NN N
S R Gs A (TP) CONTRACTOR SHALL USE EVERY PRECAUTION IN DIGGING SINCE

= - ACTUAL UNDERGROUND UTILITIES MAY NOT BE AS SHOWN. CONTRACTOR

2X ROOTBALL SHALL MAKE HIMSELF THOROUGHLY FAMILIAR WITH ALL UNDERGROUND

~ -~ UTILITY LOCATIONS PRIOR TO ANY TRENCHING AND VERIFY LOCATIONS

AND DEPTHS OF ALL UTILITIES.

TREE PLANTING DETAIL 7.) IF ANY DISCREPANCY EXISTS BETWEEN THE QUANTITIES, SIZES OR

LANDSCAPING REQUIREMENTS

1/2” RUBBER HOSE / WIRE
ATTACHED TO CABLE - 3 PER
TREE EQUALLY SPACED
DOUBLE STRAND 12 GA. WIRE
TWISTED ABOUT ITSELF TO
TIGHTEN SLACK.

Kalamazoo, Ml — 269-544-1455
Detroit, Ml — 616—396—-0255
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NO SCALE MATERIALS INDICATED ON THE PLAN AND SHOWN IN THE PLANT LIST,

THE PLAN SHALL GOVERN. REVISIONS

PLANNING COMMISSION
REVIEW 08-12-2020

-

67 8.) IT IS THE LANDSCAPE CONTRACTORS RESPONSIBILITY TO VISIT THE

SITE PRIOR TO BID SUBMITTAL, TO BECOME FAMILIAR WITH EXISTING
CONDITIONS AT THE SITE.

12 OLD GOLD PFITZER JUNIPER (18—24" HT.)

~A
e (573
N

BLACK STAR ST. 22T A USR5 PR SRLE 1o e cnaon:

__PROP DECIDUOUS TREE (2" CAL.)

2 {XISTING PECIDUDUSHIREE (6EICAL) 10.) THE EARTHWORK CONTRACTOR IS RESPONSIBLE FOR ROUGH

3 EXISTING DECIDUOUS TREE (6" CAL.)

PROP. EVERGREEN TREE (5 HT MIN.) ﬁgé’gg\lG AND RE—SPREADING TOPSOIL IN ALL TURF AND LANDSCAPE

PROP. EVERGREEN"TREE (5" HT MIN.) ——|

11.) PRIOR TO SPREADING THE TOPSOIL THE LANDSCAPE CONTRACTOR
SHALL INSPECT AND ACCEPT ALL BASE GRADES. ANY DEVIATION FROM

LINE AND GRADE INDICATED ON THE GRADING PLAN SHALL BE

PLACE GRASS SOD, @

UNDERGROUND IRRIGATION (TYP.) A CORRECTED BEFORE PLACING ANY TOPSOIL.

1 ROYAL RAINDROP FLOWERING CRAB (2 1/2" CAL.
(2 1/ ) 12.) CONTRACTOR SHALL NOTIFY ENGINEER IF AREAS OF POOR

7 GREEN VELYE':BOXWOGRN(15r:24% HT.) DRAINAGE OR OTHER UNUSUAL SUBSURFACE CONDITIONS ARE

PROP DECIDUOUS TREE| (2" CAL.) s
: BED, EDGE ENCOUNTERED DURING EXCAVATION FOR PLANTING PITS.

5 BOBO DWARF HYDRANGEA (18—24" HT.)

13.) ALL SHRUB BEDS ADJACENT TO LAWN AREAS SHALL HAVE A
SPADED EDGE BORDER, UNLESS METAL EDGE BORDER IS SPECIFIED.

45 FIREWITCH DIANTHUS (1 GAL.)

PROP. EVERGREEN [TREE (5° HT MIN.) \\ PROP-DECIDUOUS TREE (2" CAL.)
w1

<6»7>
2%

1-3" HT. LANDSCAPE ROCK| WALL 14.) ALL SHRUB BED AREAS SHALL HAVE A MINIMUM 3" LAYER OF
LANDSCAPE MULCH.

8 OLD GOLD PFITZER JUNIPER (18—24" HT.)

PLACE GRASS SOD, 15.) PRE—-EMERGENT HERBICIDE SHALL BE USED UNDER MULCH IN ALL

5.BOBO DWARF HYDRANGEA (18—24" HT.) —~— | UNDERGROUND IRRIGATION (TYP.) LARGE BED AREAS.

16.) CONTRACTOR SHALL SEED ALL AREAS DISTURBED BY
CONSTRUCTION NOT DESIGNATED TO BE SODDED.

J 33

4

17.) LANDSCAPE CONTRACTOR SHALL WORK OVER LAWN AREAS THAT
HAVE REMAINED PARTIALLY INTACT, TOP DRESSING WITH SOIL.
SCARIFYING, AND SEEDING TO FORM A SMOOTH, FULL, EVEN LAWN,
FREE OF BARE SPOTS, INDENTATIONS, AND WEEDS.

8,0LD GOLD PFITZER JUNIPER (18—24" HT.)
<6‘”>
Bk 4 BOBO DWARF, HYDRANGEA {(18—-24" HT.)

[/ S

A

Q)
v
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18.) SEED LAWN AREAS WITH COMMON SUNNY MIX GRASS SEED
40% GNOME KENTUCKY BLUEGRASS
20% PERNILLE OR BOREAL KENTUCKY BLUEGRASS
20% CREEPER CREEPING RED FESCUE
20% PERENNIAL RYEGRASS
SEED AT A RATE OF 5 LBS. PER 1,000 SFT.
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STORM SEWER MANHOLE @ OVERHEAD UTILITIES
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WELL HEAD FIBER OPTIC
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SPRINKLER HEAD Y

VALVE (WATER & GAS) >4 e EXISTING STORM SEWER
GAS METER PROPOSED STORM SEWER —-——

UTILITY RISERS DTRDRS EXISTING SANITARY SEWER

UTILITY POLE PROPOSED SANITARY SEWER --

EXISTING EXISTING
LIGHT POLE ﬁ BITUMINOUS SURFACE CONCRETE SURFACE GRAVEL SURFACE

GUY ANCHOR
TRANSFORMER

HAND HOLE (ELECTRIC) PROPOSED PROPOSED

-, ELECTRIC METER BITUMINOUS SURFACE CONCRETE SURFACE

EXISTING PROPOSED

o o
IJ6TH AVENUE

(100" WIDE PUBLIC RIGHT OF WAY)
WESCO #66
SEC. 17, TO6N, RI13W GEORGETOWN TWP., OTTAWA CO.
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LANDSCAPE PLAN
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6 OLD GOLD PFITZER JUNIPER (18—24" ‘HT.) 4:BOBO DWARF HYDRANGEA » CONIFEROUS TREE DECIDUOUS TREE ~ ORNAMENTAL BUSH Designed By:
(18-24"HT.) SOIL BORING 4 sB # -$—
)

X BOLLARD POST Drawn By:

POST EB

/ X 3" HARDWOOD MULCH, ALL BEDS (TYP.) —~_ S 3” HARDWOOD MULCH, ALL®BEDS (TYP.) GATE Checked By:  [Date:
PLACE GRASS SOD,

(%2%%25% #* *ﬁ %%Z%?@ (%?%é %%Z% %D Plot:

UNDERGROUND IRRIGATION (TYP.) BED EDGE _/

BED EDGE 1” = 20°

* Scale:
5 GREEN VELVET BOXWQOD '(18—24" HT.) 5 GREEN VELVET BOXWOOD| (18—24” HT.)
[ 72 5 BOBO. DWARF HYDRANGEA. (18=24""HT.) 5 BOBO DWARF HYDRANGEA (18=24" HT} 08—12—2020

. Date:
5 GREEN VELVET BOXWOOD (18—24 HT.) 5 GREEN VELVET BOXWOOD (18—2 4 HT.)
) <, 1910637.1A
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LANDSCAPING NOTES 8
LANDSCAPING REQUIREMENTS 18
RESTORE ALL DISTURBED AREAS WITH 4” OF TOPSOIL AND 1.) CONTRACTOR SHALL OBTAIN ALL NECESSARY STATE AND LOCAL ;Icg
a. PERMITS REQUIRED. ALL CONSTRUCTION SHALL CONFORM TO ©
O R e Al :?RMESESRE;‘S[')A;S/LQQN%’;LS RESIDENTIAL MIX GRASS SEED, UNLESS NOTED OTHERWISE ON PLANS. APPLICABLE CITY, STATE, AND LOCAL STANDARDS AND CODES. §§
5—-10-5 FERTILIZER PER 100 S.F. OVER TOPSOIL IN \ | —
BED AREA. ROTOTILL TO A MINIMUM DEPTH OF 12”. b. TREES NOT TO BE PLANTED IN CLEAR VISION TRIANGLE. SHRUBS IN CLEAR VISION 2') CALL ”MlSS D|G”, 1—-800—482—-7171, 72 HOURS PRIOR TO THE Cé U 8’ 3‘9
%S;EI;?SPTSE%LBhéWES\JE goENgHsléEvng;EéJEST PH TRIANGLE MUST BE MAINTAINED NOT TO EXCEED 24" IN HEIGHT. START OF ANY DIGGING. < Z % o._'
1/2" RUBBER HOSE / WIRE = — o=
AT EabaLLY SoACEn PLANTING, MM, T WEEKS PRIOR 10 c. BED EDGE TO BE 5" BLACK VINYL LANDSCAPE EDGING. 3.) LANDSCAPE CONTRACTOR SHALL ENSURE PROPER WATERING OF CD N 2
DOUBLE STRAND 12 GA. WIRE SPACE PLANTS PERENNIAL /ANNUAL PLANTS—PLANT AT , PLANTED AND SEEDED AREAS AFTER INSTALLATION. LANDSCAPE | - S8
TWISTED ABOUT ITSELF TO AS SPECIFIED PROPER AND NORMAL DEPTH FOR SPECIES d. ALL LANDSCAPE BEDS TO HAVE 3" LAYER OF BROWN HARDWOOD MULCH WITH IRRIGATION. CONTRACTOR SHALL COORDINATE PLANTING WITH IRRIGATION Z E mg xo
TIGHTEN SLACK. TREE WRAP CONTRACTOR TO MINIMIZE CONFLICTS WITH SPRINKLER HEADS AND Lo
1 / MULCH 3" LAYER OF FINE WOODCHIP MULCH LINES. LANDSCAPE CONTRACTOR SHALL COORDINATE WORK WITH L L &8s
N \ (3" MIN. DEPTH) LG LANDSCAPING OTHER CONTRACTORS ON SITE TO MINIMIZE REDO OF COMPLETED m 5 5
WOOD STAKE (2 ’ NN FRONTAGE-36TH (260 LFT) REQUIRED PROVIDED LANDSCAPE WORK, AND DAMAGE TO PLANT MATERIAL. 0
LONG) DRIVEN FLUSH \ EXISTING SITE N AP Y S T Y S I S T \\;;;\\Z\\/ SEEIEDSUOUS TREES 260/25=11 (1 PER 25’) 181 m D U:)I -GEJ
W/ GRADE A TOPSOIL K o EVERGREEN TREES 3 4.) ALL GRADING, UTILITY, AND IRRIGATION WORK SHALL BE COMPLETED | @ (| - 3 o
s > S FINISH GRADE R SRR EOYR. 5/ PRIOR TO INSTALLATION OF PLANT MATERIAL AND LANDSCAPE MULCH. o 0] m§ S
\//2\///?\///?\///?\/ ‘K\\\Z/\i\///\i\//%\\//\ >WWWWM FRONTAGE—BLACK STAR (288 LFT) REQUIRED ’ PROVIDED D k= M
\///i\\;//i\\;//i\\; \\;/2\\\;/2\// IO N PN I DN PN DN TN DN PN PN P N I PREPARED TOPSOIL* gl;(E:lEDSUOUS TREES 288/25=12 (1 PER 25’) 182 5') CONTRACTOR SHALL BE RESPONSIBLE FOR HIS OWN LAYOUT WORK. < QLJ ﬁg
N KLY EVERGREEN TREES 4 | T
N 2 |
» PERENNIAL / ANNUAL PLANTING DETALL S DTS B S SOk BOTAE SUREY, EvERy NP s 5| 52
AP AP ANANTAF AP AN AP AV NS AN AAN N AN NN NN N .
EXISTING SUBGRADE RKSRIAAOTAIGGIIRY L 12" M NO SCALE BEEN MADE TO SHOW ALL UTILITY LINES WHERE THEY EXIST. | G © L
TR ORAACRIEAT (TYP) CONTRACTOR SHALL USE EVERY PRECAUTION IN DIGGING SINCE Fill “f_
- - ACTUAL UNDERGROUND UTILITIES MAY NOT BE AS SHOWN. CONTRACTOR 8
[ | — =
SHALL MAKE HIMSELF THOROUGHLY FAMILIAR WITH ALL UNDERGROUND =g
2X ROOTBALL S
~ - UTILITY LOCATIONS PRIOR TO ANY TRENCHING AND VERIFY LOCATIONS g
AND DEPTHS OF ALL UTILITIES. St
£&
TREE PLANTING DETAIL 7.) IF ANY DISCREPANCY EXISTS BETWEEN THE QUANTITIES, SIZES OR
NO SCALE MATERIALS INDICATED ON THE PLAN AND SHOWN IN THE PLANT LIST,
THE PLAN SHALL GOVERN. REVISIONS
o~ s (N
(573 8.) IT IS THE LANDSCAPE CONTRACTORS RESPONSIBILITY TO VISIT THE 1| PLANNING. COMMISSION
SITE PRIOR TO BID SUBMITTAL, TO BECOME FAMILIAR WITH EXISTING
. 12 OLD GOLD PFITZER JUNIPER (18—24" HT.) CONDITIONS AT THE SITE.
47" A
o (57 9.) THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR FINE GRADING
IS BLA CK S T AR S T AND PREPARATION OF ALL LAWN AND LANDSCAPE AREAS.

__PROP DECIDUOUS TREE (2" CAL.)

2 {XISTING PECIDUDUSHIREE (6EICAL) 10.) THE EARTHWORK CONTRACTOR IS RESPONSIBLE FOR ROUGH

3 EXISTING DECIDUOUS TREE (6" CAL.)

GRADING AND RE—SPREADING TOPSOIL IN ALL TURF AND LANDSCAPE

PROP. EVERGREEN TREE (5° HT MIN.)
PROP. EVERGREEN TREE (5" HT MIN.) ——| AREAS.
\ -
Kfj 11.) PRIOR TO SPREADING THE TOPSOIL THE LANDSCAPE CONTRACTOR
X SHALL INSPECT AND ACCEPT ALL BASE GRADES. ANY DEVIATION FROM
B e @ LINE AND GRADE INDICATED ON THE GRADING PLAN SHALL BE
UNDERGROUND. IRRIGATION (TYP.) TeLm et g CORRECTED BEFORE PLACING ANY TOPSOIL.
C ; bt 1] Ravar BERAOROR [FLOWERING CRAS (2 1/2" CAL) 12.) CONTRACTOR SHALL NOTIFY ENGINEER IF AREAS OF POOR
PROP DECIDUOUS TREE| (2" CAL) el 7 CREEN VELYEBOXHGERN(18 724" HT.) DRAINAGE OR OTHER UNUSUAL SUBSURFACE CONDITIONS ARE
5 BED, EDGE ENCOUNTERED DURING EXCAVATION FOR PLANTING PITS.
5 BOBD DWARF HYDRANGEA (18-24" HT.)
13.) ALL SHRUB BEDS ADJACENT TO LAWN AREAS SHALL HAVE A
jRop’ EVERGREEN TREE (5' HT MIN.) \\ PROP*DECIDUOUS TREE. (3" CAL)) +s rREwrl? MUY @ oAL) SPADED EDGE BORDER, UNLESS METAL EDGE BORDER IS SPECIFIED.
<67% 1-3" HT. LANDSCAPE ROCK| WALL 14.) ALL SHRUB BED AREAS SHALL HAVE A MINIMUM 3" LAYER OF

£

LANDSCAPE MULCH.

8 O[D GOLD PFITZER JUNIPER (18—24" HT.) ~~—__ )
] PROP|EVERREEEN TREE (5° HT MIN.) 15.) PRE—EMERGENT HERBICIDE SHALL BE USED UNDER MULCH IN ALL
5.BOBO DWARF HYDRANGEA (18—24" HT.) \ LARGE BED AREAS.
PLACE GRASS SOD,
% UNDERGROUND IRRIGATION (TYP.) 16.) CONTRACTOR SHALL SEED ALL AREAS DISTURBED BY
4 CONSTRUCTION NOT DESIGNATED TO BE SODDED. .
)
\PROP DECIDUOUS TREE (2" CAL.) 17.) LANDSCAPE CONTRACTOR SHALL WORK OVER LAWN AREAS THAT O
» HAVE REMAINED PARTIALLY INTACT, TOP DRESSING WITH SOIL.
201D QD RFITZER JUNIBER (182 HT.) SCARIFYING, AND SEEDING TO FORM A SMOOTH, FULL, EVEN LAWN, N
y B + BOBO DWARH HYDRANGEA H18_ 24 Hir) e s — . FREE OF BARE SPOTS, INDENTATIONS, AND WEEDS. <
»7 ” >
6 % ; PROP PECIDUOUSSREE (2% CAL.) [‘qq < 18.) SEED LAWN AREAS WITH COMMON SUNNY MIX GRASS SEED g
40% GNOME KENTUCKY BLUEGRASS
/ / b 20% PERNILLE OR BOREAL KENTUCKY BLUEGRASS )
/ / \ ) LCIS 20?2 CREEPER CREEPING RED FESCUE . X
L / 7 2 PROP}| EVERGREEN TREE (5" HT MIN.) 2 ~ 0% PERENNIAL RYEGRASS & A &
- ; /] & SEED AT A RATE OF 5 LBS. PER 1,000 SFT. & IV =
; ; © ; = © § ‘% = 3
5 .
/ ; \ w — LEGEND EXISTING PROPOSED © 8 S I Q"'
; g &9 PROP DECIDUOUS TREE (2" CAL.) = CENCHMARK CENCE LINE \Eqb ~ § % 8
/| ® m o STORM SEWER MANHOLE @ OVERHEAD UTILITIES @) a5 5] Q %
; ; B‘ 3 CATCH BASIN E0 UNDERGROUND ELECTRIC ) EQJ E g S )
L/ Y @ ~—__ PROP [DECIDUOUS TREE (2" CAL.) m = SANITARY SEWER MANHOLE @ COMMUNICATIONS (l) 5 § ) 0)
/ / o O‘D - CLEANOUT Oco TELEPHONE " 2 Q
/ (@) WELL HEAD FIBER OPTIC Q
% ; @ \ NI FIRE HYDRANT £ GAS LINE % % % E
# 7 © PROR. EVERGREEN TREE (5° HT MIN.) SPRINKLER CONTROL VALVE EXISTING WATER LINE ® YN |~
; / O SPRINKLER HEAD oV WY PROPOSED WATER LINE - - - %
/ VALVE (WATER & GAS) rd “ EXISTING STORM SEWER Z”
; / : GAS METER PROPOSED STORM SEWER —— QQO §
| / ; o UTILITY RISERS DTRDRS EXISTING SANITARY SEWER B‘
R / / & \ PROP DECIDUOUS TREE (2" CAL.) UTILITY POLE PROPOSED SANITARY SEWER - -
’ ; // : LIGHT POLE o BITUMINODS SURFAGE CONCRETE SURFACE  GRAVEL SURFACE l‘:
GUY ANCHOR
Z//////////// Z @ TRANSFORMER U
R T~ PRrOP| DECIDUOUS TREE (2" CAL.) HAND HOLE (ELECTRIC) PROPOSED PROPOSED %
y ° ELECTRIC METER BITUMINOUS SURFACE CONCRETE SURFACE
: GROUND MOUNTED LIGHT <€
\ , SIGN "
" PROP| EVERGREEN TREE (5' HT MIN. — Designed By:
. 6 OLD GOLD IPFITZER JUNIPER (18—24" ‘HT.) 4:BOBO DWARF HYDRANGEA'(18-24"HT) ( ) SolL BORING & B # _$_ CONIFEROUS TREE DECIDUOUS TREE ~ ORNAMENTAL BUSH 9 YCAG
4 BOLLARD POST ® Drawn By:
. POST EB
/ & 3" HARDWOOD MULCH, AL BEDS (TYP) —_ _— 3" HARDWOOD MULCH, ALL®BEDS. (TYP.) GATE Checked By: | Date:
o Xk xRS ~0 .
PLACE GRASS SOD, (%%%%%{é X ’# %Z%%D (**%% \%Zi% %D PROP DECIDUOUS TREE, (2" CAL.) Plot
UNDERGROUND IRRIGATION (TYP.) BED EDGE ——
BED EDGE " = o0
04" » Scale:
. 5 GREEN VELVET BOXWQOD'(18—24" HT.) 5 GREEN VELVET BOXWGOD| (18—24" HT.) "~ prOP PECIIIOUS FREE (25, cAL)
5 GREEN VELVET BOXWOOD (18—24" HT.) 5 GREEN VELVET BOXWOOD (18-24" HT.) Date:
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PARAPET COPING W/
GRAVYEL STOP. COLOR:
BERRIDGE "ZINC GREY"

PARAPET COPING W/
GRAVEL STOP. COLOR:
BERRIDGE "ZINC GREY"

SUPPORT BRACKETS
AND RODS. COLOR:
"ZINC GREY"

DOOR CANOPY. COLOR:
"WESCO BLUE"

SPLIT-FACE CMU - COLOR:
YANDERWALL "WNHTE"

PARAPET COPING W/
GRAVEL STOP. COLOR:
BERRIDGE "ZINC GREY"

RUN ROOF MEMBRANE UP WALL -
TERMINATE UNDER COPING

PARAPET COPING W/
GRAVEL STOP. COLOR:
BERRIDGE "ZINC GREY"

SUPPORT BRACKETS
AND RODS. COLOR:
"ZINC GREY"
T.0. PARAPET

115'-0 3/4"

- T.0. MASONRY
114'-0"

WINDOW CANOPY.

COLOR: "WESCO BLUE"

B B T.0. GREY BAND
108"-8"

"ZINC GREY"
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i ‘ N ) FIRST FLOOR PLAN
' ¥ 100-0"
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_ PLANS B B B B B B B B GLASS B B B ~ PLANS B T.0. FOOTING
q71-0"
— —
1/ n = 1I_OII
"DRI-DESIGN" INALL PANEL
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TERMINATE UNDER COPING
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(0
\507/
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PARAPET COPING W/
GRAVEL STOP. COLOR:
BERRIDGE "ZINC GREY"

SUPPORT BRACKETS
AND RODS. COLOR:
"ZINC GREY"

"DRI-DESIGN" WALL PANEL
SYSTEM. ACCENT COLOR TO
BE CRYSTAL BLUE #KL3C56376-C.

EMERGENCY LIGHT

ININDOW CANOPY. N I

COLOR: "WESCO BLUE" I

PARAPET COPING W/ zz
GRAVEL STOP. COLOR: 2401
BERRIDGE "ZINC GREY"
12
SUPPORT BRACKETS
AND RODS. COLOR: |1
"ZINC GREY" 12
.
BLACK ALUMINUM EMERGENCY LIGHT _
ININDOW W/ 1" INSUL.
GLASS
RN
L Y T T T ] |
RN
N
N |
CULTURED STONE VENEER T }
'6LEN GARY' GLACIER FROST T [ ] 7 - 7 7
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112
ICE MERCHANDISER SMOKERS BLACK ALUMINUM ENTRY -]
STATION DOOR W/ 1" INSUL. GLASS
—

NORTH ELEVATION

"DRI-DESIGN" WALL PANEL
SYSTEM. ACCENT COLOR TO
BE CRYSTAL BLUE #KL3C56376-C.

ENTRY CANOPY. COLOR:

"ZINC GREY"
TOMRA CANOPY. COLOR:
"WESCO BLUE"
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BLACK ALUMINUM &' MERCHANDISE

WINDOW W/ 1" INSUL.
GLASS

DISPLAY

PARAPET COPING W/
GRAVEL STOP. COLOR:
BERRIDGE "ZINC GREY"

T.0. PARAPET
115'-0 3/4"

B B T.0. MASONRY
114%-0"

SPLIT-FACE CMU - COLOR:
YANDERWALL "WHTE"

B B T.0. GREY BAND
108"-8"

SPLIT-FACE CMU - COLOR:
YANDERWALL "CAVE-GREY"

/ CULTURED STONE VENEER

= T.0. GREY BASE
102-8"

FIRST FLOOR PLAN
100'-0"

BLACK ALUMINUM ENTRY
DOOR W/ 1" INSUL. GLASS

HAND SANITIZER —

- o T.0. FOOTING
q7l_0ll

1/4" = 10"

12 12

PARAPET COPING W/
GRAVEL STOP. COLOR:
BERRIDGE "ZINC GREY"

ENTRY CANOPY. COLOR:

()
&Y

"ZINC GREY" L ININDOW CANOPY. COLOR:
"WESCO BLUE"
SUPPORT BRACKETS
AND RODS. COLOR: - SUPPORT BRACKETS NON-LITE CHANNEL
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